
68°F 
20°C

212°F 
100°C

392°F 
200°C

482°F 
250°C

572°F 
300°C

662°F 
350°C

752°F 
400°C

M12-L 37.440 57.640 9.590 8.900 7.350 6.880 6.530 6.250 6.070

M16-K 54.800 98.100 18.260 16.930 13.980 13.100 12.430 11.900 11.550

M16-L 50.600 98.500 18.260 16.930 13.980 13.100 12.430 11.900 11.550

M20-K 78.200 150.700 28.500 26.420 21.820 20.440 19.400 18.570 18.030

M20-L 74.250 148.000 28.500 26.420 21.820 20.440 19.400 18.570 18.030

M20-L2 75.000 152.000 28.500 26.420 21.820 20.440 19.400 18.570 18.030

M24-K 95.200 211.100 41.150 38.170 31.510 29.490 28.000 26.800 26.020

M24-L 90.750 205.500 41.150 38.170 31.510 29.490 28.000 26.800 26.020

M24-L2 87.600 208.700 41.150 38.170 31.510 29.490 28.000 26.800 26.020

M24-LS 84.300 208.500 41.150 38.170 31.510 29.490 28.000 26.800 26.020

M27-K 130.000 265.400 54.340 50.440 41.640 38.970 36.980 35.400 34.360

M27-L 123.000 262.000 54.340 50.440 41.640 38.970 36.980 35.400 34.360

M27-L2 117.000 249.600 54.340 50.440 41.640 38.970 36.980 35.400 34.360

M27-L3 134.400 241.200 54.340 50.440 41.640 38.970 36.980 35.400 34.360

M30-L2 123.000 298.800 65.890 61.170 50.500 47.260 44.860 43.090 41.690

1/2‘‘UNC-13 33.500 57.300 10.730 9.960 8.220 7.700 7.300 6.990 6.790

5/8‘‘UNC-11 35.400 76.400 16.800 15.600 12.880 12.055 11.440 10.960 10.630

3/4‘‘UNC-10 60.000 120.000 25.150 23.340 19.280 18.040 17.130 16.400 15.900

7/8‘‘UNC-9 70.500 162.000 34.960 32.450 26.800 25.070 23.800 22.790 22.110

1‘‘UNC-8 85.400 208.000 45.960 42.660 35.230 32.970 31.300 29.960 29.080

M12-L 64.680 84.000

M16-K 108.000 147.000

M16-L 112.000 150.000

M16-L2 127.500 151.500

M20-K 181.000 231.000

M20-L 171.000 240.700

M20-L2 162.000 244.000

M24-K 255.000 351.000

M24-L 226.200 330.000

M24-L2 246.000 354.000

M27-L3 354.000 400.000

M27-LS 366.000 415.000

M33-L2 389.000 617.000

M36-LY 600.000 760.000

1/2“ 70.800 83.400

5/8“ 115.500 138.500

7/8“ 216.000 297.000

1“ 261.000 356.600

1 1/8“ 345.000 471.000

1 1/4“ 487.550 596.000

Note: Values of beginning of bending and fracture load are average values.
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