
n Extremely fine, fog-like
hollow cone spray

n Non-return valve inclu-
ded

Applications
Moisturization, adiabatic coo-
ling, disinfection

Materials
Stainless steel AISI 303,
nozzle tip AISI 316L, spring
AISI 302, gaskets NBR 

Connection
10-24 UNC

Additional versions on 
request:
n Bore diameters
- 0.15 mm
- 0.6 mm
- 0.7 mm

n Connections
- 12-24 UNC
- M5

n Material
- Stainless steel AISI
316L

Ordering no.

Type Mat.-
no.

S
p
ra
y 
an
g
le

B
Ø
[mm]

V [l/min]

16

<)

4030 50 60 70 80 90 100

45°
70°
85°
90°
95°

.

p [bar]     (pmin = 30 bar)
(pmax = 130 bar*)

S
ta
in
le
ss
 s
te
el
 

A
IS
I 3
03

2MN.003.16.00.00
2MN.025.16.00.00
2MN.055.16.00.00
2MN.086.16.00.00
2MN.106.16.00.00

l

l

l

l

l

0.1
0.2
0.3
0.4
0.5

-
0.041
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Hollow Cone Nozzles
Series 2MNNEW!

B = bore diameter
* The pipe system is the limiting factor.

Ordering no. Material Pipe size

02M.N20.35.00.00
02M.N20.16.00.00
02M.N20.35.00.01
02M.N20.16.00.01
02M.N20.17.00.01

Brass nickel-plated
AISI 303

Brass nickel-plated
AISI 303
AISI 316

for 3/8 ‘’ nylon pipe
for 3/8 ‘’ nylon pipe

for 10 mm stainless steel pipe
for 10 mm stainless steel pipe
for 10 mm stainless steel pipe

Nozzles

Adapter
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For 3/8’’ nylon pipe. Number in brackets
applies for 10 mm stainless steel pipe


